
Since introducing the Concentra Integrated in 1997, Jeff Rowland Design 
Group has been reliably advancing the art of integrated amplifiers 
through five critically acclaimed generations. The Daemon represents a 
radical leap forward on this evolutionary path.

Featuring 1500 watts per channel, a full suite of digital and analog inputs 
including  DSD, Bluetooth remote, intuitive touch screen interface, and 
optional phono, Wi-Fi and HDMI input modules, the Daemon delivers 
powerful inspiration... from whatever source you choose.

There are no shortcuts to perfect sound.



SPECIFICATIONS
Max. Power Output, 8 Ω 1500 WPC
Max. Power Output, 4 Ω 2500 WPC
Frequency Response,  10 Hz - 70 kHz
THD+N (20 Hz - 20 kHz ) < 0.05%
Intermodulation 
Distortion (CCIF) 18 kHz 
+19 kHz, 10 W,  8Ω

0.001%

Peak Output Current 30 A
Absolute Phase Non-Inverting
Analog Inputs 3x RCA Unbalanced

2x XLR Balanced
Digital Inputs 2x RCA SPDIF

2x BNC SPDIF
1x AES/EBU

1x USB / DSD  
3x TOSLINK 

Volume Control Range 99.5 dB
Weight 99 lbs / 45 kg
DIMS (h/w/d) 9.25” x 17.5” x 17.25”

235 x 445 x 438 mm

-3 dB , 8 Ω

Preliminary specifications. Subject to change without notification.

All Rights Reserved © Copyright 2015 Jeff Rowland Design Group.

FEATURES
  1500W Dual Mono
  Isolated Digital and Analog Power Supplies
  Machined 6061-T6 Aluminum Chassis
  7” x 5”  (178 x 127 mm) Touch Screen Interface
  Precision Weighted Volume Bezel
  XLR + RCA Direct Power Amplifier Inputs
  XLR + RCA Preamplifier Line Outputs
  Isolated Headphone Amplifier and Output Jack
  All Audio Inputs Transformer Coupled
  BTLE (BlueTooth Low Energy) Remote
  Digital Inputs 44.1 kHz - 192 kHz 
  DSD Compatible
  Dual Loudspeaker Outputs
  Updatable Firmware via Dedicated USB Port 
  Auto-ranging AC Mains Voltage 85 V - 265 V AC
  HDMI Plug-in Module (optional)
  WiFi Streaming Module (optional)
  MC/MM Phono Module (optional)


